
Automatic Voltage Regulators

SSV 380Vac / 3 phase

SSV-50KVA
SSV-60KVA
SSV-100KVA
SSV-150KVA
SSV-200KVA
SSV-250KVA
SSV-300KVA
SSV-320KVA
SSV-400KVA
SSV-500KVA
SSV-600KVA
SSV-F800KVA
SSV-F1000KVA
SSV-F1200KVA
SSV-F1600KVA
SSV-F2000KVA



  Model SSV
Input voltage range L to L---AC300V - 456V

Frequency 50HZ

Output voltage L to L---AC380V±(1-5)%

Output Power

voltage regulating speed ≦1.5S
Synchronization Output synchronized to input
Insulation resistance ≥5MΩ
Efficiency >95%
Heat Dissipation Dependent on load and environment

Control
Microcontroller based control system provides self checks, system integrity monitoring and

diagnostic indicators.

Control type Servo motor

Protection

Low voltage protection： output voltage Uab≤260 ±5v；
Over output voltage protection：L to L,420V+-5v；

Overload protection；
Over current protection：Thermal protection by circuit breaker；

Short  circuit protection.
Lack phase protection：Cut off the input.

surge voltage protection：I(max)- -40kA；    U(p)≦1800V

Power Connections Supply phases, neutral.                 Load phases, neutral.
Display LCD display

Environment Temperature Range -10 - +40 ℃

Relative Humidity <90%
Environmental Protection IP30

Requires maintenance If the environment is bad, it needs to be maintained frequently.

Load Types
Electronic computers, precision machine tools, precision instruments, experimental devices, 

elevators and production lines, etc.
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